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LICENCE HOLDER: 
 

Fuyao Glass Industry Group Co., Ltd. 
 

 
COMPANY ADDRESS: 

 
Fuyao Industrial Zone, Fuqing, Fujian 350301, P. R. China. 

 
This Product Compliance Schedule/s are to confirm that, the relevant requirements of the product standard as claimed by the licence holder, have 
been assessed by CSi as being met. This involved a review/evaluation of the product specifications, test reports and associated documentation. The 
responsibility for the product performance and its fitness for the intended use remain with the certificate licence holder. This certification is compliant 
with, Clause A5G3: Evidence of suitability, Volumes One and Two (BCA) Section (1)(c) and is not transferable. Certification Solutions International 
Pty Ltd, ensure the manufacturing process has the ongoing capability to consistently produce products in compliance with: 

 
 

AS 2080:2019 Safety glazing for land vehicles 
 

CSi Licence Number: 51018 Certification Review Date: 1 December 2025 
Certification Issue Date: 7 December 2025 Next Annual Review Date: 22 November 2026 
Certification Expiry Date: 8 December 2026 Original Certification Date: 15 December 2005 
CSi Schedule Number: CSi Lic No. 51018-2025-12-S1 CSi Database ID Number: 1000002 

 

 
Azma Khan 

Managing Director 
   

https://jasanz.org/register  
https://iaf.nu/en/mla-mark/  

 
The Joint Accreditation System of Australia and New Zealand — commonly known as JASANZ, is a signatory member of the International Accreditation 
Forum (IAF) Multilateral Arrangement (MLA). 

 
SCOPE OF CERTIFICATION 

Product Description Flat or curved PVB laminated safety glass; or heat-treated laminated safety glass; clear, coated 
or tinted, with or without obscuration bands. 

Type of Laminated Safety Glass WHP   Windscreen  
HP       High Performance Laminate 

Nominal Glass Thickness 3.96mm ~ 35mm 

Maximum Glass Size 2800 mm (W) x 2900 mm (L) 

PVB Interlayer Thickness 0.38mm ~ 1.52mm 

PVB Suppliers Solutia; Sekisui; Kuraray; Decent; Huaiji Huaide; KB; Zhongxin; 

This schedule supersedes any previously issued schedule. 
 
 

The current validity of this document may be checked either online at the JASANZ register, https://register.jasanz.org/certified-organisations  
or by scanning the QR Code or contacting admin@csi-certification.com    

 
This document is the property of CSi and must be returned to CSi upon its request. This document may only be reproduced in its entirety. 

For details of manufacture refer to the licensee. 
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